








 
 

 

Logging In to the StoneGate SSL VPN Administrator 

To log in to the StoneGate SSL VPN Administrator 

1. Click Log on in the topmost area on the left under the title StoneGate SSL VPN 
Administrator. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. Log in. By default the username is admin and the password is Pass1234. 

3. When the StoneGate SSL VPN Administrator opens, scroll down to the end of the page. 
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4. Click Manage Settings in the bottom part of the right panel. 

5. Change to a secure password in the Super Administrator Password section on the page 
that opens. 

After changing the default password, import your license and the working certificate. 

 

Importing a License 

To import a license 

1. After you log in and change your password, select License in the menu on the left. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. On the right, scroll down to the end of the license information page displaying details of the 
temporary factory-installed license. 

3. Click the Browse button next to the License File field at the bottom of the page and select 
and import your license file using the dialog that opens. 
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Importing Certificate Keys and Certificates  

NOTE – If your certificate is a bundled certificate, which may contain intermediate 
certificates, you must split the certificate before adding it to the StoneGate SSL VPN 
Administrator. 

See TN2068 Adding Bundled Certificates for information on how to do this. See section Generating a 
Certificate for information on how to generate a working certificate.  

When you have the signed certificate, you must import the certificate and the associated private key 
in the StoneGate SSL VPN Administrator. 

To import a certificate key and certificate 

1. In the SSL VPN Administrator, switch to the Manage System section at the top menu. 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. Select Certificates in the menu on the left. The Manage Certificates page is displayed. 

3. Click Add Server Certificate. 

4. Fill in the details: 

• Display Name: the name you want to give to the certificate for display in the StoneGate 
SSL VPN Administrator interface. 

• Certificate: Browse and select the signed certificate file. 

• Key: Browse and select the private certificate key file (private.pk8). 

• Password: If you protected the certificate key with a password when you generated it, 
type in the same password here. 
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5. Click Save. This imports the certificate, but it is not activated yet. For activating the certificate, 
proceed to To activate the certificate. 

To activate the certificate 

1. Select Administration Service in the menu on the left. 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. Select the correct Server Certificate from the list and click Save. 
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3. Select Access Points in the menu on the left. 

 

 

 

 

 

 

 

 

 

 

4. Click Access Point under the title Registered Access Points. The information of the selected 
Access Point is shown. 

5. Select the correct Server Certificate from the drop-down list. 

 

 

 

 

 

 

 

 

 

 

 

6. Scroll to the bottom of the page and click Save. 

Moving On 

After importing the license and the working certificate, your SSL VPN system is ready to be 
configured with additional administrator accounts and the user accounts and services that you want 
the appliance to provide in your network. 

This configuration is explained in the StoneGate SSL VPN Administrator’s Guide and on the Online 
Help of the StoneGate SSL VPN Administrator. 
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For step-by-step instructions for the tasks outlined below, consult the help system (click the Help link 
at the top menu of the StoneGate SSL VPN Administrator pages once logged in) or the SSL VPN 
Administrator’s Guide. 

Your next steps: 

1. Create an external user storage. 

2. Create user groups and users. Accounts for both administrator users and your end-users are 
created in the same way. 

Administrator access can be controlled with access rules based on user groups. 

3. Define access rules for allowing access to the services on the Virtual Appliance. 

4. Define the services you want to offer. 

• In addition to other services, you can also configure the Web Console and the StoneGate 
SSL VPN Administrator to be accessible remotely through the Application Portal. 

 

Managing the Virtual Appliance 

Logging in to the Command Line 
You can enable SSH on the appliance to remotely connect to the operating system command  line 
(Linux) to use standard networking tools (like Ping) or to transfer files through SSH. 

If the command line has not been used before and you have not activated SSH, you must first set the 
command line password and enable SSH access as explained below. 

 

To Enable SSH Access to the Appliance 

1. Log in to the basic Web Console remotely through the Access Point or locally through the 
management port (eth0) at the address https://<SSL VPN IP Address>:10000. 

2. For detailed instructions for establishing the local connection, see Logging In to the Web 
Console previously in this document. 

3. In the Web Console, expand System in the menu on the left and select Root Password. 

4. On the right, type in and confirm the command line password for the account “Root”. The 
Root account is always the only account for command line access. 

5. In the menu on the left, select Services. 

6. On the right, under Access Control, select the Enable SSH daemon option. 
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To Access the Appliance Using SSH 

1. Connect to the appliance’s IP address on any interface using an SSH client (for example, 
PuTTY) on the standard port (TCP/22). 

2. Log in with username root and the password you set through the Web Console. 

3. The default key map is set to US English. If you want to change the key map, run the 
command sg-reconfigure --no-shutdown. 

• The dash character is located to the left of the backspace key in the US English keyboard 
layout. 

 

Checking System Information 

This section explains how you can check basic system operating status and the software version that 
the access point is running. The actual SSL VPN services are monitored through the StoneGate SSL 
VPN Administrator in the Monitor System pages (see the StoneGate SSL VPN Administrator’s Guide 
for details on the SSL VPN services monitoring). 

To check the system status and installed software version 

1. Log in to the basic Web Console remotely through the Access Point or locally through the 
management port (eth0) at the address https://<SSL VPN IP Address>:10000.  

• For detailed instructions for establishing the local connection, see Logging In to the Web 
Console. 

2. Information on the software version and system status is displayed on the right. If you 
navigate away from this view, you can return by selecting System Information in the menu 
on the left. 

 

Restarting Services 

To restart services 

1. Log in to the Web Console remotely through the Access Point or locally through the 
management port (eth0) at the address https://<SSL VPN IP Address>:10000.  

• For detailed instructions for establishing the local connection, see Logging In to the Web 
Console. 

2. Expand System in the menu on the left and select Services. 

3. On the right, select the services that you want to restart. 

4. Click Restart to restart the services selected above. 
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